
Params to set up networking BotBlox Dronenet via Airunit to Airunit  

On Laptop: 

 

 

On Cube 

 

On BotBlox: 

BRD_SERIAL_NUM,0 

CAN_BAUDRATE,1000000 

CAN_FDBAUDRATE,4 

CAN_NODE,0 

DEBUG,0 

FLASH_BOOTLOADER,0 



FORMAT_VERSION,2 

NET_DHCP,0 

NET_ENABLE,1 

NET_GWADDR0,192 

NET_GWADDR1,168 

NET_GWADDR2,144 

NET_GWADDR3,1 

NET_IPADDR0,192 

NET_IPADDR1,168 

NET_IPADDR2,144 

NET_IPADDR3,14 

NET_MACADDR0,194 

NET_MACADDR1,175 

NET_MACADDR2,81 

NET_MACADDR3,197 

NET_MACADDR4,105 

NET_MACADDR5,30 

NET_NETMASK,24 

NET_OPTIONS,1 

NET_P1_TYPE,0 

NET_P2_TYPE,0 

NET_P3_TYPE,0 

NET_P4_TYPE,0 

NET_PASS1_ENABLE,0 

NET_PASS2_ENABLE,0 

NET_PPP_BAUD,12500000 

NET_PPP_PORT,1 

NET_REMPPP_IP0,0 



NET_REMPPP_IP1,0 

NET_REMPPP_IP2,0 

NET_REMPPP_IP3,0 

OPTIONS,0 

RTC_TYPES,1 

RTC_TZ_MIN,0 

SCR_DEBUG_OPTS,0 

SCR_DIR_DISABLE,0 

SCR_ENABLE,1 

SCR_HEAP_SIZE,100000 

SCR_LD_CHECKSUM,-1 

SCR_RUN_CHECKSUM,-1 

SCR_THD_PRIORITY,0 

SCR_USER1,0 

SCR_USER2,0 

SCR_USER3,0 

SCR_USER4,0 

SCR_USER5,0 

SCR_USER6,0 

SCR_VM_I_COUNT,1000000 

UART0_OPTIONS,0 

UART0_RTSCTS,0 

UART1_OPTIONS,0 

UART1_RTSCTS,1 

WEB_BIND_PORT,80 

WEB_BLOCK_SIZE,10240 

WEB_DEBUG,0 

WEB_ENABLE,1 



WEB_SENDFILE_MIN,100000 

WEB_TIMEOUT,2 

 


